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Miigteri / Customer : KURKGUOGLU JENERATOR SANAYI VE TIiC. A.S.

Miisteri Adresi / Customer Address : SANAYi MAH.URAN SOK.NO:3 i¢ KAPI:1/A PENDIK-ISTANBUL

Talep Tarihi / Request Date :10.04.2017
Numune Girigi / Sample Arrival :07.04.2017
Rapor Tarihi / Date of Report :01.06.2017

Talebin Tanimi / Description of Request : Tuz - Cass Testi

Numune Tanimi / Sample Description : JENERATOR KABIN VE PANO SACI-1

Test Standardi / Standart : DIN EN ISO 9227

Teklif No / Offer Nr :2017-36

Toplam Sayfa Sayisi / Total Page 14

Not / Note - 1000H TUZ TESTI YAPILACAK OLUP, NUMUNELER FIRMAYA IADE EDILECEKTIR.

Tiirk Akreditasyon Kurumu ( TURKAK ) deney raporlarinin taninmasi konusunda Avrupa Akreditasyon Birligi ( EA ) ve Uluslararasi
Laboratuvar Akreditasyon Birligi ( ILAC ) ile karsilikli tamnma anlagmasini imzalangtir.

The Turkish Accreditation Acency ( TURKAK ) is signatory to the multilateral agreements of the European co-operation for the Accreditation
( EA) and of the International Laboratory Accreditation ( ILAC ) for the Mutual recognation of test reports

Deney ve /veya &l¢iim sonuglar, genisletilmis &lgiim belirsizlikleri ( olmasi halinde ) ve deney metotlan bu sertifikanin tamamlayici
kismu olan takip eden sayfalarda verilmistir .

The test and/or measurement results, the uncertainties ( if applicable ) with confidence probability and test methods are given on the following
pages which are part of this report

Mercedes - Benz TUrk A.$.

i aboratuvari oratuvar Miidiirii
Ka“gtg'a tu Laboratory Manager
01.06.2017 Ciineyt Polat tarafindan elektronik ortamda Kerem Ediz vekili olarak Hakan Beldek tarafindan

imzalanmigtir. elektronik ortamda imzalanmistir.

Bu test raporundaki sonuclar sadece testi yapilan numuneye ait olup Mercedes-Benz Tiirk Kalite Laboratuvarinin yazili izni olmadan degisiklik yapilamaz ve kismen
cogaltilamaz. Elektronik ortamda imzalanmamis raporlar gecersizdir. The results in this report pertain to only the specimen tested. This report shall not be reproduced other
than in full except with the permission of Mercedes-Benz Turk Quality Laboratory, This report without electronical signature is invalid.

Tel: (0 212) 622 71 66 Fax (0 212) 622 84 50 e-mail:kalite.laboratuvari@daimler.com http://www.mercedes-benz.com.tr
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NUMUNEYE AIT BILGILER SAMPLE INFORMATIONS

Numune Tanimi
Sample Description

Jeneratér Kabin Ve Pano Saci - 1

Yiizey iglemin tanimi
Description of the surface

Olgiileri / dimensions in mm
eni x boyu x kalinhk / alani width x lenght x thickness / area =

Uygulanan 6n islem
applied pretreat

TEST SARTLARI TEST REQUIREMENTS

iklimlendirme Tiirii
type of climatization NSS X

AASS

CASS

Déngii siiresi [saat] / Toplam Test Siiresi [saat]
cycle time [hour] / total test duration [hour]

1000 h

Tuzlu Su Gozeltisi ( Cinsi / Safligi / iletkenligi )
salt solution ( type / purity / condactivity )

% 5 NaCl

Toplanan Tuzlu Goézeltisinin ( Miktar / pH / Yogunlugu )
salt solution ( quantity / pH / density )

Atim : 1,7 pH: 6,8

Referans numunenin korozyon sonucu (kiitle kayibi);
result of corrosion rate of reference specimens of steel, or for

both steel and zinc (mass loss) [g/m?]

77,2gr/ m2

Sicakhk [°C]/ Nem [% ]
temperature [ °C ] / humidity [ % ]

35 C - 50 % Nem

20° + 5° from the vertical.
Testi Yapan : Cihan Kaymaz - 10.04.2017

Deney Metodundan Sapmalar: Test sonuglaru ekli tablodaki gibidir. Yizeyde kirmizi pas gérilmedi.

Numuneler test kabinine dikey pozisyondan 20 % 5° aciyla yerlestirilmistir. / Test specimens are placed, with the unprotected face upwards, and at an angle of

Bu test raporundaki sonuclar sadece testi yapilan numuneye ait olup Mercedes-Benz Tiirk Kalite Laboratuvarinin yazili izni olmadan degisiklik yapilamaz ve kismen

¢ogaltilamaz. Elektronik ortamda imzalanmamis raporiar gecersizdir. The results in this report pertain ta only the specimen tested. This report shall not be reproduced other
than in full except with the permission of Mercedes-Benz Turk Quality Laboratory. This report without electronical signature is invalid.
Tel: (0 212) 622 71 66 Fax (0 212) 622 84 50 e-mail:kalite laboratuvari@daimler.com http://www.mercedes-benz.com.tr
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ARA KONTROLTEST SONUCLARI MID-TERM CONTROL TEST RESULTS
Ara Kontrol S Ara Kontrol Peri id-
Numune No B n:’i';_::rmay's' ke roter:'yodu mid Test sonunda uygulanan 6n iglem
sample nr sortral ourts control periods final pretreat application

1 1 96 h Olumsuzluk Gériillmedi

2

3

4

TEST SONUGLARI TEST RESULTS
Bulunan Acgiklama
Parametre parameter |st-Wert Explanation

Kazima / scratch test K1
Kabarciklanma / degree of blistering 0
Pas derecesi-Y lizey/kenar / of rusting surface edge RiO
Kafes gizgi / gridline Gt0
Pas ilerlemesi 0 mm

Test iklim Sartlan type of climatization

NSS Notr tuz spreyi testi neutral salt solution

AASS  Asetik Asit - Tuz spreyi testi Add a sufficient amount of glacial acetic acid to the salt solution

CASS Bakir ile hizlandinimis asetik asitli - tuz spreyi testi Dissolve a sufficient mass of copper(ll) chloride dihydrat (CuCI2*2H20) acetic acid in the salt
solution

Test Ortam $Sartlan test ambience condition : Sicaklik Temperature 23°C+2°C Bagil Nem Relative humidity 50%+5%

Testi Yapan : Cihan Kaymaz - 10.04.2017
Deney Metodundan Sapmalar: Test sonuglaru ekli tablodaki gibidir. Yizeyde kirmizi pas gériimedi.

Bu test raporundaki sonuclar sadece testi yapilan numuneye ait olup Mercedes-Benz Tiirk Kalite Laboratuvarinin yazili izni olmadan degisiklik yapilamaz ve kismen
cogaltilamaz. Elektronik ortamda imzalanmamus raporlar gegersizdir. The results in this report pertain to only the specimen tested. This report shall not be reproduced other
than in full except with the permission of Mercedes-Benz Turk Quality Laboratory This repart without electronical signature is invalid.
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Test Oncesi / Before Test

Test Sonrasi / After Test

Bu test raporundaki sonuclar sadece testi yapilan numuneye ait olup Mercedes-Benz Tiirk Kalite Laboratuvarinin yazili izni olmadan degisiklik yapilamaz ve kismen
¢ogaltilamaz. Elektronik ortamda imzalanmams raporlar gecgersizdir. The results in this report pertain to only the specimen tested. This report shall not be reproduced other
than in full except with the permission of Mercedes-Benz Turk Quality Laboratory. This report without electronical signature is invalid
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